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1. Air Manager
2. Ultimaker S5
3. Material Station

Main components
Ultimaker S5Pro Bundle
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Ultimaker S5Air Manager
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“ 1. Cover 6. Mounting bracket
“‘ 2. Filter housing 7. Fan
“‘ 3. Filter 8. Hinge

‘ 4. Handle 9. Air Manager cable
“‘ 5. Stressrelief 10. UMB OUT port
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Ultimaker S5 Material Station
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1. Glassdoor 5. UMBIN port

“ 2. Material bay 6. UMB OUT port
“‘ 3. Filament entry ports 1(top)and 2 (bottom) 7. Dehumidifier exhaust
‘ 4. Ejectbutton 8. Decoupler

9. Powerentry
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Ultimaker S5
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““ 1. Glassdoors 7. Feeder 2

““ 2. Print head 8. Bowden tubes

“‘ 3. Build plate 9. Feeder 1

“ 4. Build plate clamps 10. Power socket and switch

““ 5. Touchscreen 11. Ethernet port

X 6. USBport 12. Double spoolholder with NFCcable*
‘:‘: 13. NFC socket

:‘:‘ * Not usedin the full Ultimaker S5Pro Bundle
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Specifications
imaginarium

Ultimaker S5 Pro Bundle specifications

Properties Technology Fused filament fabrication (FFF)

Print head Dual-extrusion print head with a unique auto-nozzlelifting system and
swappable print cores

Build volume (XYZ) 330x240x 300 mm (13x9.4x11.81in)

Layer resolution 0.25 mm nozzle: 150 - 60 micron
0.4 mm nozzle: 200 - 20 micron
0.6 mm nozzle: 300 - 20 micron
0.8 mm nozzle: 600 - 20 micron

XYZresolution 6.9,6.9, 2.5 micron

Build speed <24mm3/s

Build plate Heated glass build plate (20 - 140 °C)
Nozzle diameter 0.4 mm (included)

0.25mm, 0.6 mm, 0.8 mm (sold separately)

Operating sound <51dBA

Connectivity Wi-Fi, LAN, USB port
Air Manager Filter technology EPAfilter

Fantechnology Air extraction by low-noise brushless fan

Filter efficiency Up to 95%

Filter replacement Recommended every 1,500 print hours (approx. 1year)
Material Station Filament diameter 2.85mm

Material bays 6 with NFCrecognition

Compatible spool dimensions Width: 50-70 mm (2-2.7in)

Diameter: 197 -203 mm (7.8-8in)
Corediameter: >98 mm (3.81in)

Physical dimensions Dimensions 495 x 500 x 1197 (19.5x 19.5x 47.11in)
Net weight 42 kg (92.61bs)
Electricalrequirements Voltage 100 - 240 VAC
Frequency 50 -60 Hz
Power Max. 36 W
Software Supplied software Ultimaker Cura,our free print preparation software

Ultimaker Connect,our free printer management solution
Ultimaker Cloud,enablesremote printing

Supported OS MacOS,Windows and Linux

Warranty Warranty period 12 months
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